REGULATORS & PIGTAILS

Fisher Commercial & Industrial Regulators

High Pressure Adjustable Regulators

FISHER 67C SERIES HIGH PRESSURE REGULATORS

Suitable for liquid or vapor service, the 67C Series high-pressure (pounds-to-pounds)
regulators are used on a variety of applications. All types within the series have a 1/4” FNPT
side outlet in which a pressure gauge (J500 Series) can be installed. The compact size of the
67C Series regulators make them particularly useful on installations where space is limited. The
regulator design utilizes precise guiding of the valve plug to provide close regulation of high
performance. The LPG &7C Series has a temperature rating of -20 to 180°F/ -29 to 82°C.

67CD-101

TECH NOTE: 67C Series regulators do not have internal relief and should be installed with
additional external over pressure protection. These units should not be installed in fixed
piping serving 14” WC appliance systems. Please contact RMI Tech Services for more details.

RMI Part# Adjustment | Inlet Connection | Pressure Setting | Adjustment Range Capacity
67CW-683 Wrench 1/4" FNPT 15 PSI 5-20PSI 675,000 BTU @
67CW-684 Wrench 1/4" FNPT 20 PSI 5-35PSI 750,000 BTU
67CW-685 Wrench 1/4" FNPT 40 PSI 30 - 60 PSI 1,200,000 BTU 67CW
67CW-701 Wrench 1/4" FNPT 50 PSI 50 -120 PSI 1,000,000 BTU
67CH-751 Handwheel 1/4" FNPT 15 PSI 5-20PSI 675,000 BTU
67CH-743 Handwheel 1/4" FNPT 20 PSI 5-35PSI 750,000 BTU
67CH-742 Handwheel 1/4" FNPT 40 PSI 30 - 60 PSI 1,200,000 BTU
67CH-741 Handwheel 1/4" ENPT 50 PSI 50 -120 PSI 1,000,000 BTU
67CD-101 Dial Cap 1/4" FNPT 15 PSI 5-20PSI 675,000 BTU
67CD-102 Dial Cap 1/4" ENPT 40 PSI 20 - 50 PSI 1,200,000 BTU
67CD-103 Dial Cap 1/4" FNPT 50 PSI 40 -100 PSI 1,000,000 BTU
67CN-106 Non-Adjustable 1/4" FNPT 10 PSI N/A 400,000 BTU
67CN-104 Non-Adjustable 1/4" FNPT 15 PSI N/A 600,000 BTU
67CN-105 Non-Adjustable 1/4" FNPT 20 PSI N/A 750,000 BTU

* Capacity based on inlet pressure of 20 PS| greater than outlet with 20% droop
** Liquid capacity = 3 to 5 GPH

FISHER 67C SERIES CONSTRUCTION HEATER 25#
ADJUSTABLE REGULATOR ASSEMBLY
REGULATOR KITS Wrench Adjustable 67C Series regulator with preinstalled

MPOL inlet fitting and 9/16” - 18LH outlet connection. For

Adjustable regulators kits include ) )
use with construction heaters.

preinstalled MPOL inlet adapters

and J500 Series pressure gauge. Inlet Outlet Pressure .
67CH-150 kit also includes a Ll Connection | Connection | Setting (SR
9/16" outlet adapter. 67CHA50 s7CW-120 | POL | 9/16"-18LH | 25Psi | 790000
RMI Inlet Outlet Adjustment Capaci
Part# Connection | Connection Range pacity
67CH-90 MPOL 1/4" ENPT 3-35PSI 750,000 BTU
67CH-150 MPOL 1/4" FNPT 30 - 60 PSI | 1,200,000 BTU
67CW-62 MPOL 1/4" FNPT 50-135PSI | 950,000 BTU

®

Non-stock/special order items are not cancellable or returnable

12 Shop online at www.raymurray.com or call 800-628-5044



REGULATORS & PIGTAILS

Fisher Commercial & Industrial Regulators

High Pressure Commercial Regulators FISH ER”‘

FISHER 64 SERIES REGULATORS

The type 64 high pressure adjustable regulator is typically used on distribution systems,
high pressure burners, crop dryers, and industrial burners. Suitable for liquid under 150°
F. Does not have internal relief valve. Separate relief valve may be required by NFPA-58.

Type 64SR High pressure adjustable regulator with a built-in relief valve. Applications
include high pressure burners in crop dryers and tobacco curers. Not suitable for liquid.
May also be used as a first stage regulator when set at 10 PSIG or less.

Cosr::i';::;i‘:on W/ Relief Inlet & Outlet | Pressure Setting Ad:'a:s:;\:nf Capacity
64-33 64SR-21 1/2" FNPT 10 PSI 3-15PSI 2,625,000 BTU
- 64SR-22 1/2" FNPT 15 PSI 5-20PSI | 3,000,000 BTU
64-35 64SR-23 1/2" FNPT 20 PSI 5-35PSI 3,600,000 BTU
64-36 - 1/2" FNPT 40 PSI 30 - 60 PSI | 4,150,000 BTU
64-222 - 1/2" FNPT 50 PSI 35-100 PSI | 5,250,000 BTU

* Capacity based on inlet pressure 20 PS| over outlet pressure with 20% droop

Crafting Reliable Solutions with Fisher™ LPG Equipment

Emerson/Fisher™ LPG Equipment, a global company with its headquarters in
McKinney, Texas, has a long and established legacy of providing the LPG industry with
highly dependable products and services. With over 125 years in pressure regulator
design and more than 80 years of experience catering to the LPG market, the company
is renowned for its broad range of Fisher™ residential, commercial, and bulk storage
transportation equipment.

We take pride in demonstrating how we create high-quality solutions through our
meticulous design process, the careful selection of materials, and our stringent
environmental testing capabilities.

The Flow of Quality: Building Products that Outlast and Outperform

Our regulators and valves are engineered to withstand the most extreme conditions,
ensuring optimal performance, efficiency, reliability, and safety. Through our robust
supply chain and global manufacturing capabilities, we drive uninterrupted customer
satisfaction and are known for delivering tailor-made solutions suited to dynamic
industry demands.

Developing Expertise: Sharing Knowledge and Empowering the Industry

Whether you need an urgent replacement or expert advice on long-term growth
strategies our local sales offices stand steadfast to provide crucial support promptly
and efficiently. We believe in developing our people and are continually raising the bar
in our quest to design advanced systems that operate safely and reliably while

contributing to a sustainable and prosperous future. &
&

& |

FISHER EMERSON.
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REGULATORS & PIGTAILS

Fisher Commercial & Industrial Regulators

High Pressure Commercial Regulators

FISHER 627 SERIES

A popular regulator for many commercial and industrial loads. Field-proven over

the years, reliable performance within their capacity range.

627 SERIES
FISHER 630 SERIES
A high capacity regulator which offers reliable performance for large load
commercial and industrial applications.
FISHER TYPE 99
A pilot-operated regulator, keeps constant outlet pressure with varying inlet pressure and
flows, used as first, second or single stage service. 5
TECH NOTE: Additional external relief is typically required. Additional spring ranges, orifice 630 SERIES
sizes, and trim materials are available - contact RMI customer service for more details.
Orifice Adjustment | Pressure | Internal .
Part # Inlet & Outlet Size e Setting Relief Capacity
627-5810%* 3/4" FNPT 3/8" 5-20PSI 10 PSI No 6,080,000 BTU
627-6210** 3/4" FNPT 1/2" 5-20PSI 10 PSI No 10,755,000 BTU
627R-17 3/4" FNPT 1/2" 5-20PSI 10 PSI Yes 10,755,000 BTU
627-7710%* 1" FNPT 1/2" 5-20PSI 10 PSI No 10,773,000 BTU
627R-197 1" FNPT 1/2" 5-20PSI 10 PSI Yes 10,773,000 BTU
627-576 2" FNPT 1/2" 5-20PSI 10 PSI No 10,142,000 BTU
630-104-78 2" FNPT 1/2" 8- 20 PSI 10 PSI No 14,000,000 BTU
99-513P 2" FNPT 7/8" 2-10 PSI 10 PSI No 36,368,000 BTU
99-512P 2" FNPT 7/8" 5-15PSI 15 PSI No 37,950,000 BTU
99-515P 2" FNPT 7/8" 10 - 20 PSI 20 PSI No 41,112,000 BTU
99-903P 2" FNPT 7/8" 10 - 65 PSI 30 PSI No 44,275,000 BTU
99-505PH 2" FNPT 1-1/8" 10 - 20 PSI 20 PSI No 67,993,000 BTU
99-504PH 2" FNPT 1-1/8" 5-15PSI 15 PSI No 63,250,000 BTU
99-901PH 2" FNPT 1-1/8" 10 - 65 PSI 30 PSI No 74,318,000 BTU

Capacity based on 30 PSl inlet pressure and 20% droop
** UL Listed Construction
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REGULATORS & PIGTAILS

Fisher Commercial & Industrial Regulators

Commercial Low Pressure Regulators

FISHER HSRL SERIES

Type HSRL is an UL listed regulator designed for light commercial applications up to
2,600,000 BTU/HR. It utilizes a high strength cast iron body and a 3/4" NPT drip lip vent
design with high capacity internal relief valve.

®

Part# Inlet & Pressure Vent Adjustment | Orifice Vent CaraT
Outlet Setting | Location Range Size Location
HSRL-BFC | 3/4"FNPT | 11"WC Straight | 9"-13"WC 3/8" Inlet 2,300,000 BTU
HSRL-PFC | 3/4" FNPT M"WC | 90 Degree | 9"-13"WC 3/8" Inlet 2,300,000 BTU HSRL SERIES
HSRL-CFC 1" FNPT nm"WC Straight | 9"-13"WC 3/8" Inlet 2,600,000 BTU
HSRL-SFC 1" FNPT 11"WC | 90 Degree | 9"-13"WC 3/8" Inlet 2,600,000 BTU

* Capacity based on 10 PS| inlet with 2” WC droop

FISHER COMMERCIAL LOW PRESSURE REGULATORS

These direct-fired, spring-loaded regulators have been engineered to fit a multitude of pressure-reducing
applications including commercial and industrial installations.

CS400

CS200 offers a full 360-degree of rotation of the actuator via the union ring connection between the
body and casing, for ease of maintenance and installation.

CS400 and CS800 provides flexibility with numerous body sizes, end connections, outlet pressure settings,
orifice sizes, as well as the option for internal and external pressure regulation. In addition these models
offer multiple overpressure protection options to meet the demands on many application requirements.

TECH NOTE: Additional combinations of body sizes, spring ranges, and orifice sizes are
available. Contact RMI tech support for regulator sizing assistance.

Part# Inlet & Outlet Psr::si:rge Ad:';;sr:;;eni Orifice Size Mml(:lt:?r::si:c:ing Capacity
CS200IR-6ECI 3/4" FNPT m"WC 10" -14"WC /2" 40 PSI 2,500,000 BTU
CS200IR-6EC3 1" FNPT m"WC 10" -14"WC /2" 40 PSI 3,800,000 BTU
CS200IR-6EC6 1-1/4" FNPT m"wWC 10" -14"WC /2" 40 PSI 3,900,000 BTU
CS400IR-8ECS 1-1/4" FNPT m"WC 10" -14"WC 3/4" 20 PSI 6,800,000 BTU
CS400IR-8EC7 1-1/2" FNPT m"WC 10" -14"WC 3/4" 20 PSI 7,600,000 BTU
CS400IR-8EC8 2" FNPT m"wWC 10" -14"WC 3/4" 20 PSI 7,600,000 BTU
CS800IR-8CC7 1-1/2" FNPT m"WC 8"-12"WC 1" 30 PSI 10,460,000 BTU
CS800IR-8CC8 2" FNPT m"WC 8"-12"WC 1" 30 PSI 21,809,000 BTU
CS200IR-6HCI 3/4" FNPT 2 PSI 1-2PSI /2" 40 PSI 3,760,000 BTU
CS200IR-6HC3 1" FNPT 2 PSI 1-2PSI /2" 40 PSI 4,780,000 BTU
CS200IR-6HC6 1-1/4" FNPT 2 PSI 1-2PSI /2" 40 PSI 5,527,000 BTU
CS400IR-8HC6 1-1/4" FNPT 2 PSI 1-2PSI 3/4" 20 PSI 9,715,000 BTU
CS400IR-8HC7 1-1/2" FNPT 2 PSI 1-2PSI 3/4" 20 PSI 10,500,000 BTU
CS400IR-8HC8 2" FNPT 2 PSI 1-2PSI 3/4" 20 PSI 8,775,000 BTU
CS820IR-8FC7 1-1/2" FNPT 2 PSI 1-2.5PSI 1" 30 PSI 15,011,000 BTU
CS820IR-8FC8 2" FNPT 2 PSI 1-2.5PSI 1" 30 PSI 21,436,000 BTU
CS400IR-8IC6 1-1/4" FNPT 5 PSI 2-5.5PSI 3/4" 20 PSI 7,565,000 BTU
CS400IR-8IC7 1-1/2" FNPT 5 PSI 2-5.5PSI 3/4" 20 PSI 6,895,000 BTU
CS400IR-8IC8 2" FNPT 5 PSI 2-5.5PSI 3/4" 20 PSI 7,565,000 BTU
CS820IR-8HC7 1-1/2" FNPT 5 PSI 2.5-5.5PSI T 30 PSI 15,262,000 BTU
CS820IR-8HC8 2" FNPT 5 PSI 2.5-5.5PSI T 30 PSI 16,532,000 BTU

* Capacity based on 10 PS| inlet with 20% droop
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REGULATORS & PIGTAILS

Fisher Commercial & Industrial Regulators

Industrial Service Low Pressure Regulators

FISHER INDUSTRIAL LOW-PRESSURE REGULATORS

TYPE 299 TYPE 133

TYPE 299 TYPE 99 TYPE 133
This pilot-operated unit keeps outlet This pilot-operated unit keeps This is a self-operated 2nd stage
pressure constant despite varying flow constant outlet pressure with varying regulator for either low pressure
rates and inlet pressures. A lightweight inlet pressure and flows, used as first, or pounds to pounds service. With
(211bs.), yet dependable regulator for second, and single stage service. a capacity of up to 70 MMBTU
applications from large commercial sites Designed to handle loads of up to 63 per hour, this unit is ideal for large
to smaller multi-dwelling establishments. MMBTU per hour, the type 99 is ideal industrial applications. Maximum
Has a capacity of up to 38 MMBTU per for multiple customer installations and inlet pressure is 60 PSIG, and a
hour. Maximum inlet pressure 150 PSI. large industrial boiler applications. downstream control line is required.
Part # Inlet & Outlet | Pressure Setting | Adjustment Range | Orifice Size Mu’;::;:';rg:sir;ﬁng Capacity

299H-101 1-1/2" FNPT nm"we 9" -20"WC 3/4" 150 PSI 13,100,000 BTU

299H-102 2" FNPT nm"we 9" - 20"WC 3/4" 150 PSI 19,700,000 BTU

299H-103 1-1/2" FNPT 10 PSI 6-16 PSI 3/4" 150 PSI 23,500,000 BTU

299H-104 2" FNPT 10 PSI 6-16 PSI 3/4" 150 PSI 38,000,000 BTU

299H-105 1-1/2" FNPT nm"wc 9" - 20"WC 3/4" 150 PSI 20,400,000 BTU

299H-106 2" FNPT m"wWcC 9" -20"WC 3/4" 150 PSI 20,400,000 BTU

299H-107 1-1/2" FNPT 10 PSI 6-16 PSI 3/4" 150 PSI 38,000,000 BTU

299H-108 2" FNPT 10 PSI 6-16 PSI 3/4" 150 PSI 38,000,000 BTU

99-501P 2" FNPT 1PSI 7"WC -2 PSI 1-1/8" 150 PSI 49,000,000 BTU

99-502P 2" FNPT 5 PSI 1-5PSI 1-1/8" 150 PSI 50,600,000 BTU

99-503P 2" FNPT 10 PSI 2 -10 PSI 1-1/8" 150 PSI 61,650,000 BTU

99-504pP 2" FNPT 15 PSI 5-15PSI 1-1/8" 150 PSI 63,250,000 BTU

133L-4 2" FNPT 14" WC 8.5"-18"WC 2" 60 PSI 70,875,000 BTU

133H-1 2" FNPT 3PSl 1.5 -3 PSI 2" 60 PSI 66,150,000 BTU

133H-3 2" FNPT 10 PSI 5-10 PSI 2" 60 PSI 115,958,000 BTU
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REGULATORS & PIGTAILS

Fisher Commercial & Industrial Regulators

Commercial Monitor Systems

TYPICAL WIDE OPEN UPSTREAM
MONITOR INSTALLATION

Control Line

B |NLET PRESSURE

E==31 OUTLET PRESSURE

=1 ATMOSPHERIC PRESSURE
B |NTERMEDIATE PRESSURE

Monitor regulator systems provide overpressure
protection for jurisdictional accounts with no release of
gas like a relief valve would.

Set Point: 15 PSI

Set Peint: 10 PSI

A monitor system consists of two regulators in a series.
The “worker” regulator controls downstream pressure
during normal operating conditions. If the “worker”
allows the pressure to build up downstream, the
“monitor” regulator takes control by sensing the higher
pressure through the pilot control line and keeping the
downstream pressure to a safe maximum pressure.

100 Psl

—_—

10 S|

==y

Monitor Regulator
627M

Worker Regulator
627/630

Typically, the “worker” regulator is set at 8-10 psi and the “monitor” regulator is set at 13-15 psi. Because the monitor regulator is
sensing the 8-10 psi setting of the operating regulator, it remains wide open due to its 15 psi set pressure. The “monitor” regulator
will remain wide open unless the operating regulator loses pressure control and its outlet pressure climbs to 15 psi. The “monitor”
regulator will start to function and limit the downstream pressure to 15 psi.

I TECH NOTE: RMI's Technical Team is here to help you calculate your load and size your system correctly. Give RMI a call today!

MONITOR REGULATORS

Part # Inlet Connection | Orifice Size | Adjustment Range | Pressure Setting | Internal Relief

627M-421 3/4" NPT 1/2" 5-20PSI 15 PSI No
627M-471 1" NPT /2" 5-20PS| 15 PSI No
627M-267 2" NPT /2" 5-20PS| 15 PSI No
99-504PHM 2" NPT 1-1/8" 5-15PSI 15 PSI No
1098H-L22 2" NPT 2-3/8" 3-40 PSI 15 PSI No

TYPICAL MONITOR SYSTEM
Worker Regulator | Inlet Connection | Orifice Size | Monitor Regulator | Inlet Connection | Orifice Size Capacity
627-5810 3/4" NPT 3/8" 627M-421 3/4" NPT 1/2" 5,750,000 BTU
627-6210 3/4" NPT 1/2" 627M-421 3/4" NPT 1/2" 7,050,000 BTU
627-7710 1" NPT /2" 627M-471 1" NPT 1/2" 7,050,000 BTU
630-104-78 2" NPT 1/2" 627M-267 2" NPT 1/2" 8,400,000 BTU
630-104-78 2" NPT 1/2" 99-504PHM 2" NPT 1-1/8" 13,500,000 BTU
99-504PH 2" NPT 1-1/8" 99-504PHM 2" NPT 1-1/8" 42,650,000 BTU
99-504PH 2" NPT 1-1/8" 1098H-L22 2" NPT 2-3/8" 54,500,000 BTU
1098-L22 2" NPT 2-3/8" 1098H-L22 2" NPT 2-3/8" 215,500,000 BTU

* Capacity calculated at 30 PSI in and 8 PSI out

TYPE 1098 SERIES PILOT-OPERATED REGULATORS

1098
REGULATOR

The Type 1098 regulator provides large capacities for use in large commercial applications and large
distributed community systems. Designed to handle loads from 170,000,000 BTU to 1,000,000,000 BTU and
rated up to 75 psig. The Type 1098's pilot-operated two-path system is designed to quickly respond to

sudden changes in the downstream demand, making this regulator ideal for fuel gas supply to industrial

boilers, furnaces, ovens and mixers.
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REGULATORS & PIGTAILS

Fisher Commercial & Industrial Regulators

Relief Valves F|s|.| ER’

FISHER RELIEF VALVES FOR LIQUID OR VAPOR SERVICE

MR98H SERIES

This is a direct-operated relief valve for use on relief and backpressure
applications involving large LPG pumping systems and vaporizers. Internal
pressure registration eliminates the need for a control line.

MR98H

Part # Body Size | Relief Pressure Setting | Relief Pressure Range
MR98H-13 1/2" FNPT 50 PSI 25-75PsI
MR98H-22 3/4" FNPT 100 PSI 70 - 140 PSI
MR98H-30 1" FNPT 100 PSI 70 - 140 PSI
MR98H-31 1" FNPT 175 PSI 130 - 200 PSI
MR98HH-19 1" FNPT 250 PSI 150 - 375 PSI

FISHER VAPOR RELIEF VALVES

TYPE 1805
This relief valve is designed for installation between the first and second stage regulators, or in the downstream line from
a high pressure regulator used for a final stage service where high line pressures are allowed.

TYPE 289H
This relief valve is designed for installation downstream of larger high pressure or low pressure regulators in most all relief
applications. The larger diaphragm in this relief valve provides extremely sensitive operation.

TYPE 1808
This pilot operated relief valve is designed to protect large high pressure regulators by offering extremely high relief
capacities compared to the Type 28%9H.

TECH NOTE: Some regulators require more than one relief valve. Contact the RMI technical
team for assistance sizing relief valves.

Part # Body Size Reli;fe I::i:sgsure Reliel:::;:sure
1805-18P 1" FNPT 15 PSI 5-35PSl
1805-19P 1" FNPT 40 PSI 10 - 60 PSI
1805-51P 2" FNPT 15 PSI 5-20PSI
1805-52P 2" FNPT 40 PSI 10 - 50 PSI
1808A-61 2" FNPT, Angle 20 PSI 15 - 40 PSI
289H-42 1" FNPT 15 PSI 4 -15PSI
289H-2 2" FNPT 24" WC 0.5-2.25PSI

289H
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